
GAOTek Compact Fiber Optic Identifier detects the 

optical signals being transmitted through the optical 

fiber at the splice point without causing any 

interruption to the service. The fiber optic identifier 

provides transmission direction, multiple signal 

frequencies identification and detachable InGaAs 

detector. It employs safe and reliable macro bending 

technology to avoid the disruption of network 

communications that would normally be caused due 

to the need to disconnect or cut the fiber optic cable 

for identification and testing. With a very small signal 

loss, normal communications can be maintained 

while identifying the transmission direction, speed 

and relative signal strength on its 5-level display. 

Product ID GAO-OFI-111

KEY FEATURES

Easy-to-use with “ONE KEY” operation
Indicates the signal direction in fiber

Detects multiple signal frequencies at 270 
Hz, 1 kHz and 2 kHz with tones

Adapter for 0.03 in, 0.009 in, 0.07 in, 0.1 in 
(0.25 mm, 0.9 mm, 2.0 mm, 3.0 mm) fiber

Low battery indication

Durable metal housing and quality 
construction

Powered by 1 units of 9 V battery

APPLICATIONS

Live Fiber Detection

Multiple signal frequency 
Identification and tracing.

Making Core Power Measurements

Useful for engineers and 
technicians to identify dark or live 
fiber and excessive losses due to 
misalignment of mechanical splices 
or poor connections.
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Product ID GAO-OFI-111

TECHNICAL SPECIFICATIONS

Wavelength Range 800 nm-1700 nm (SM)

Recognizable Signal 
Type

CW, 270 Hz ± 5 %，1 kHz ±5 %，2 kHz ±5 %

Detector Type InGaAs 2pcs

Fiber Type 0.03 in, 0.009 in, 0.07 in, 0.1 in (0.25 mm, 0.9 mm, 2.0 mm, 3.0 mm)

Sensitivity +10 dBm ~ -50 dBm
Sensitivity

Accuracy * +10 dB to -30 dBm (Continuous Wave)
+10 dB to -25 dBm (Modulated Signal)

Signal Display Signal direction; signal frequency (2 kHz/1 kHz/270 Hz); low battery

Battery 9 V

Operating Temperature 14 ° F to 122 ° F (-10 °C to + 50 °C)

Storage Temperature -4 ° F to 140° F (-20 °C to + 60 °C)

Humidity <90 % RH

Dimension 7.8 in × 1.1 in × 1.0 in (200 mm × 30 mm × 27 mm)

Weight 0.4 lbs (0.2 Kg)
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sales@gaotek.com
1-877-585-9555 x 601      Within North America
1-416-292-0038 x 601      Anywhere Else

ASK AN EXPERT!


