
Product ID GAO-OFI-108

KEY FEATURES

Portable device

Low cost and economical.

Detects a variety of optical tones 270 Hz, 
1 kHz, and 2 kHz

‘One button meter’, convenient and easy to 
use

Powered by 2 units of 1.5 V AA alkaline 
batteries

RB 0.0098 in (0.25 mm), RB 0.35 in (0.9 
mm) and RB0.11 in (3.0 mm) plungers 
available

APPLICATIONS

Live Fiber Detection

Multiple signal frequency 
Identification and tracing.

Making Core Power Measurements

It is intended for engineers and 
technicians to identify live fiber

GAOTek Optical Fiber Identifier

GAOTek Optical Fiber Identifier is a low cost, portable 

instrument. It enables efficient, accurate and reliable 

data acquisition. This product is mainly designed to 

detect optical signals without disrupting traffic by 

implementing the non-destructive macro-bending 

technology which doesn't disrupt traffic, damage or 

over-stress the fiber used. Optical Fiber Identifier is 

mainly used during maintenance, installations, re-

routing or restorations of fiber networks. It is often 

necessary to isolate a specific fiber by simply 

clamping Optical Fiber Identifier onto a fiber and then 

the identifier indicates whether there is a signal, a 

modulated signal or traffic, and also shows the 

direction of the signal.



Product ID GAO-OFI-108

TECHNICAL SPECIFICATIONS

GAOTek Optical Fiber Identifier

sales@gaotek.com
1-877-585-9555 x 601      Within North America
1-416-292-0038 x 601      Anywhere Else

ASK AN EXPERT!

Recognizable Wavelength Range 900 nm ~ 1650 nm 

Recognizable Signal Type CW, 2 kHz, 1 kHz, 270 Hz ± 5 %

Detector Type In GaAs 2pcs

Clamp Type RB 0.009 in (0.25 mm) for bare fiber, RB 0.03 in (0.9 mm) for 
buffer, RB 0.011 in (0.3 mm) for jacketed fibers

Sensitivity @ 1310 nm +11 dB to -20 dBm (continuous wave)
+11 dB to -10 dBm (modulated signal)

@ 1550 nm +11 dB to -30 dBm (continuous wave)
+11 dB to -18 dBm (modulated signal)

LED Indicator
signal traffic; signal frequency (2 kHz/1 kHz/270 Hz);
signal intensity (5 grades); low battery

Storage Temperature -4°F ~ 158 °F (-20 °C to 70 °C)  

Working Temperature 14°F ~ 122 °F (0 °C to 50 °C)  

Power Supply 1.5 V AA dry batteries* 2pcs

Dimensions (L x W x H)
7.95 in x 2.44 in x 1.41 in
(202 mm x 62 mm x 36 mm)

Weight 0.59 lbs. (270 g)


